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Contractor Staging/Stockpiling Area

Mitigation Building

Management Building

French Drain Installation,
See Sheets 3 and 4

Outlet Pipe Installation,
See Sheet 3
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4" Sch. 40 PVC Outlet
Core Through Existing Conc. Headwall

and Grout Connection, Inv. Elev. = 997.00

4" Sch. 40 PVC 135° Bend
Inv. Elev. = 997.40

4" Sch. 40 PVC Y Connector
Inv. Elev. = 997.50
Perf Pipe (Inlets)
Solid Pipe (Outlet)

Solid Wall 4" Sch. 40 PVC Pipe (Typ.)

Begin 4" Sch. 40 PVC
Perf. Pipe w/End Cap
Inv. Elev. = 997.70

Begin 4" Sch. 40 PVC
Perf. Pipe w/End Cap
Inv. Elev. = 997.80

4" Sch. 40 PVC 90° Elbow
Inv. Elev. = 997.60

4" PVC Perforated Pipe (Typ.)

Existing Irrigation, Do Not Disturb

Remove and Salvage Existing Landscaping
Rock and/or Edging to Facilitate French Drain
Installation, Replace During Cleanup

Contractor Staging/Stockpilin Area
(Maintain Vehicle Lane Access)

Asphalt Saw Cut Neat Line (Typ.)

Approximate UG Waterline,
"Quality Level D," Depth Unknown

Approximate UG Waterline,
"Quality Level D," Depth UnknownLimited Access for Equipment

Under Exterior Porch,
Handwork necessary

Begin 4" Sch. 40 PVC
Perf. Pipe w/End Cap
Inv. Elev. = 997.70

4" Sch. 40 PVC Tee
Inv. Elev. = 997.65

4" Sch. 40 PVC 90° Bend
Inv. Elev. = 997.65

Future Dry Well
(Not in This Contract)

Extend Solid Drain Pipe 10' and Cap
 (From Lower Drainage Installation,

 Include in This Contract)
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Subsurface Drainage Geotextile Fabric,
Follow Manufacturer's Recommendations
For Vertical/Horizontal Overlaps

4" Perforated Drain Pipe,
See Sheet 3 For Elevations

4" Perforated Drain Pipe
(Install at Trench Bottom for Future Drainage Collection,
Slope at .04'/' to Drain to North East Corner of Building,
Match Layout of Upper Drain Pipes, include Elbows
Y Connector and End Caps, Extend 10' Solid Wall Drain
Pipe From Y Connector and Cap)

Drain Rock

Conserved Landscaping Rock

Finished Grade, Slope Away From Building
(Replace Sod Mats From Excavation Activities)

Existing Concrete Foundation
(Thickness Unknown)

Existing Concrete Foundation
(Spread Footing Unknown)

Foundation Damproofing,
Dry Conc. Surface and Broom Off Debris and Soil,

Apply 2 Coats of Bituminous Coating.
Repair Foundation Cracks as Determined

By The Engineer, prior to Bituminous Coating. Excavation, Follow OSHA Guidelines

(Not To Scale)

NOTES:
1.  Center All Drainage Pipes in Trench.
2.  Notify Engineer 48 hours in advance of French
     Drain installation to inspect exposed foundation for
     crack repair and damproofing.
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